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SETUP OPERATION HAZARDS

Plug the unit in if it is not 

already.B

Set the speed to 0.C

To use the device for on-

demand agitation, set the 

mode switch to auto.
D

Verify the power switch is 

in the off position.
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Adjust the speed setting 

until desired agitation rate 

is achieved.
B

Place a sealed vessel to be 

agitated on the head of the 

mixer and hold it in place 

during the mixing period
C

To use the vortex mixer as an on demand 

device, place the sealed vessel on the 

head and apply pressure until the switch 

activates.
D

Adjust speed to desired agitation 

rate.  The mixer will automatically 

shut off when the vessel is removed. 
E

To use in manual 

mode, turn the unit 

power switch to “on.”
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ELECTRICAL HAZARD
This equipment contains liquid 

near electrical connections.

Switch power to “off” 

when finished using the 

mixer.
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For additional help contact the Lab 

Space Manager

CHEMICAL HAZARD
Improperly sealed vessels may 

cause splashing and present a 

chemical exposure hazard.

PREVENTION
EYE PROTECTION

Wear safety glasses while operating.

PROTECTIVE GLOVES
Wear appropriate gloves for heat and 

chemical usage.

NON-SLIP, CLOSED SHOES
Wear non-slip, closed shoes to avoid 

spills.

READ MANUAL
Become familiar with this guide 

before operating.
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SLIP HAZARD
Liquids from agitating vessels may 

spill on to floor causing a slip 

hazard.

SHARPS HAZARD
Glass containers used with this 

device may break and cause a 

sharps hazard.
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